
TRUE TO 
THE TRADE 
SINCE 1924™

The only tools in your arsenal that stay true 
with legendary performance and character.

10 IN. HEAVY DUTY WORM DRIVE TABLE SAW
WITH STAND

SPT 99-11

The 10 in. Heavy Duty Worm Drive Table Saw is the latest addition to SKILSAW’s table-saw lineup. SKILSAW’s legendary Worm Drive power train delivers superior torque, 
an aggressive 3-5/8 in. depth of cut, and 30-1/2 in. rip capacity. Tear through plywood and slice 4x with ease and precision. The rack and pinion system makes fence 
adjustments quickly and smoothly for accurate cuts. SKILSAW’s patented Dual-Field™ Motor runs cooler so it can work harder, longer. The rugged stand delivers 
dependable stability, and the 16 in. wheels easily take stairs and roll over uneven surfaces to just about anywhere you need to set up and let it rip.

Rugged Rolling Stand 
with 16 in. Wheels
Delivers unsurpassed mobility over 
stairs and rough job-site surfaces

Precision Rack and Pinion 
Fence System
Makes fence adjustments quickly 
and smoothly for accurate cuts

3-5/8 in. Depth of Cut and 
30-1/2 in. Rip Capacity
Cuts through 4X for 
increased productivity



The SKILSAW Dual-Field™ Motor
Our Dual-field™ motor was invented for saws, for pros,
for legends, for you. Its unique dual copper windings
keep you and your crew going strong all day. Its dual
purpose is to power and cool the motor through
the toughest cuts today and tomorrow. Others try to
master this balance of power and cooling but fail.
Our Dual-field motor is why our saws will always
Stay True™.

SKILSAW Dual-Field™ Motor Competitor Motor

STAND
INCLUDED

SKILSAW Stay True™ Guarantee
Cut for 180 days. If you’re not satisfied, 
we’ll give you your money back. 

We call it our Stay True™ Guarantee.
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Includes
24-Tooth SKILSAW® carbide blade for 
rip cutting, miter gauge, smart guard system 
including anti-kick back device, dust elbow, 
insert plate, push stick, wrench, rip fence

Specifications
Ratings:
15A, 120VAC, 60 Hz 
no 5,000/min
Steel roll-cage design, 
die cast table top 
and side extension

Tool Weight: 98.8 lbs.
(44.8 Kg) with blade, 
cord, and accessories

Cord Length: 
6 ft. (1.82 m)

Capacities
3-5/8 in. (92 mm) Depth of cut at 90°
2-1/4 in. (58 mm) Depth of cut at 45°
30-1/2 in. Max rip capacity on 
right side of the blade
16-1/2 in. Max rip to left of blade

10 IN. HEAVY DUTY WORM DRIVE TABLE SAW
WITH STAND


